
Floating disc with ABS
Two-channel ABS is fitted as standard and gives the 
rider the option to switch off the rear caliper for 
independent control when you need it.

Rear Suspension
Pro-Link rear suspension features a ratio revised for 
rider comfort. The Showa shock absorber is a single 
tube design with 40mm diameter cylinder.

large capacity fuel tank
The 10.1 litre fuel tank, with a 1.6L reserve, perfect for 
a long weekend tour and good measure for a bit of 
off-road too.

Asymmeric LED headlights
The look of a true desert fighter, the LED asymmetric 
headlights provide excellent visibility on and off road

Specification

Type Liquid-cooled, 4 Valves, Single, DOHC,  

Engine Displacement (cm³) 250cc 

Bore ´ Stroke (mm) 76.0 x 55.0 

Compression Ratio 10.7 : 1 

Carburation PGM-FI 

Fuel Tank Capacity 10.1L 

Clutch Type Wet multi-plate hydraulic 

Transmission Type 6-speed 

Final Drive Chain 

Dimensions (LxWxH) 2210 x 900 x 1425mm 

Wheelbase 1455mm 

Caster Angle / Trail (mm) 28.1° / 114mm 

Seat Height 895mm 

Ground Clearance 270mm 

Kerb Weight 157kg 

Front Suspension 43mm Telescopic Upsidedown 

Rear Suspension Prolink 

Front Tyres 3.00-21 51P 

Rear Tyres 120/80-18M/C 62P 

ABS System Type 2 channel 

Max. Power Output  18.2kW / 8500pm  

Max. Torque  22.6Nm/6750rpm 

Instruments  Digital  

Headlights  LED  

Taillight  Bulb  
COLOR CHART  

Extreme Red

All specifications are provisional and subject to 
change without notice.
* Please note that the figures provided are results obtained by 
Honda under standardised testing conditions prescribed by WMTC. 
Tests are conducted on a rolling road using a standard version of 
the vehicle with only one rider and no additional optional 
equipment. Actual fuel consumption may vary depending on how 
you ride, how you maintain your vehicle, weather, road conditions, 
tyre pressure, installation of accessories, cargo, rider and 
passenger weight, and other factors.

* Colours and photos may vary from the actual product.
Theres model comes with a 2 years or 20,000km manufacturing 
warranty (whichever comes first).



Floating discs with ABS
Two-channel ABS is fitted as standard and gives the 
rider the option to switch off the rear caliper for 
independent control when you need it.

Rear Suspension
Pro-Link rear suspension features a ratio revised for 
rider comfort. The showa shock absorber is a single 
tube design with 40mm diameter cylinder.

Long range fuel tank
The 7.8L (including 1.8L reserve) fuel tank delivers 
class-leading fuel efficiency with PGM-Fi.

Slim side panels
The style is sharp and aggreessive with super-slim 
shrouds, side panels and a seat and tank combination that 
helps the rider move freely on the machine.

MADE FOR
 THE  TRACK

Specification

Type Liquid-cooled, 4 Valves, Single, DOHC,  

Engine Displacement (cm³) 250cc 

Bore ´ Stroke (mm) 76.0 x 55.0 

Compression Ratio 10.7 : 1 

Carburation PGM-FI 

Fuel Tank Capacity 7.8L  

Clutch Type Wet multi-plate hydraulic 

Transmission Type 6-speed 

Final Drive Chain 

Dimensions (LxWxH) 2195 x 815 x 1195mm 

Wheelbase 1445mm 

Caster Angle / Trail (mm) 27.6° / 113mm 

Seat Height 875mm 

Ground Clearance 255mm 

Kerb Weight 146kg 

Front Suspension 43mm Telescopic Upsidedown 

Rear Suspension Prolink 

Front Tyres 3.00-21 51P 

Rear Tyres 120/80-18M/C 62P 

ABS System Type 2 channel 

Max. Power Output  18.2kW / 8500pm  

Max. Torque  22.6Nm/6750rpm 

Instruments  Digital  

Headlights  Bulb  

Taillight  Bulb  
COLOR CHART  

Extreme Red

All specifications are provisional and subject to 
change without notice.
* Please note that the figures provided are results obtained by 
Honda under standardised testing conditions prescribed by WMTC. 
Tests are conducted on a rolling road using a standard version of 
the vehicle with only one rider and no additional optional 
equipment. Actual fuel consumption may vary depending on how 
you ride, how you maintain your vehicle, weather, road conditions, 
tyre pressure, installation of accessories, cargo, rider and 
passenger weight, and other factors.

* Colours and photos may vary from the actual product.
Theres model comes with a 2 years or 20,000km manufacturing 
warranty (whichever comes first).
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